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Low Temperature Plasma Sterilizer

EXPlasma:

EXPlasma is a specialist infection management
brand that supports effective infection
control of medical institutions




I q s m Low Temperature

Plasma Sterilizer
It can be sterilized quickly at temperature below 60°C, so it can be used immediately after sterilization.
As the turnover rate of medical devices increases, it is possible to respond to sterilization by patient.

Sterilant is

Malsture Temperature Condensed
In Medical Device Of Medical Device

* Low temperature plasma sterilizers are sensitive to moisture and temperature differences.

* If there is moisture or a temperature difference, hydrogen peroxide used as a sterilizer may
remain condensed in the medical device.

* Preheating and moisture removal are very important.

« EXPlasma is a sterilization solution that can minimize these problems.

Medical device life

 Longer
Low temperature sterilization
below 60°C minimizes damage to
medical device

Medical device amount
 Less

Maximize turnover rate

of Medical device

Sterilization cost
Lower
Economical cost
similar to Autoclave

Additional cost

Zero

Vacuum system that does
not require oil chance
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PART technology is a unique technology of CUBE Instrument Inc.
This can cause the sterilant to penetrate repeatedly into the medical device,such as artificial respirat
shorten the sterilization time.

ouch rtificial espiration echnolongy

And it is very effective for pre-heating and moisture removal,

Generation Technology : SAE-| (Sterilization Acceleration Engine)

- Chamber Space Variable Technology
- Technology that optimizes sterilant and heat transfer by changing the pressure inside the chamber.
(Patent : Application - Aug.2016, Registration - Apr.2017(KR)}

Generation Technology : SAE-II
- Optimized *Sterilization Acceleration Engine’ efficiency
- After the completion of sterilization, the remaining sterilant is minimized to improve the stability
and convenience of the medical device. (Patent pending)
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lasma has automatic moisture removal function. So it can be used conveniently and safely even if it has
a little moisture or slight temperature difference.
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FLASH 10 min. FLASH & min. STANDARD 15 min.
Mode Mode Mode
STANDARD 20 min. STANDARD 15 min. ADVANCED 25 min.
Width IPem Width 25em Width 58 em
Dimension Length 44 cm Dimension Length 29¢m s Length B5cm
Height I em Height 18 cm radut Height cm
Width 3Zcm Width 20¢cm Weight 35 kg
Chamber Length 22ecm Chamber Length 15¢em Width 58cm
Height 9cm Height 45cm A Length B5cm
: ; Sterilizer -
Chamber volume 7 liter Chamber volume 2 liter Height 20cm
Sterilant H202 50 wit%e Sterilant H202 50 wide Weight 25kp
Operating noise Below &0 dB Operating noise Below 40 dB Width 33cm
Power AC 20N | 50-60 Hz [Bedow 1200W) Power DC TA (Below 170W) Chamber Length 13cm
Temperature Below &0 °C Temperature Below 60 °C Height 50em
Operating temperature 18-35°C Operating temperature 18-35°%C Chamber valume 20 liter
Operating humnidity 10-80 % Operating humidity 10 - 80% Sterilant H202 50 widh
Weight 30 kg Weight T kg Operating noise Below 60 dB
Power AC 220V f 50-60 Hi {Below LHOW)
Temperature Below 60 *C
Operating temperature 18-35°C
Operating humidity 050 %



Classification of medical devices for EXPlasma™

Devices EXPlasma™
Surgical metallic instruments, smooth surface O
Instrument with electric connections {2
Implantable devices O
Catheters, rubber tubing 4
Catheters, polyethylene tubing Fik
Needle, IV{Intravenous) lines 4
Dental instruments &
Dental handpieces O
Urethral catheter b4
Internal scopes : Lensed instrument VAN
Arthroscope [ Culdoscope O
Cystoscope [ Peritoneoscope )
Ureteroscope O
All Gl / UR rigid endoscopes O
Endoscopic biopsy forceps O
Cannulas, Guidewires O
Vaginal speculum (after rupture of membrances) O
Gauze, Swabs, Linen X
S- Recommended > Notrecommended & Depending on type
Accessory Option
- !
- 5
i e <
H202 [ 50% H202 [ 50% Chemical Indicator Tyvek Pouch Biological Indicator
[Z7,225] [Q2only] [ 1,000 pieces/roll | [100m ]

CUBE Instrument Inc.
Phone : +82-42-933-0109

Operating Hours : Mon - Fri (Korean time 10:00 ~ 19:00)

www.explasma.com
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* Thits document contains a restricted information of developing product. Details
are subject to change due to market trend and development emdnonments,

* Please be sure to-check the latest informiation before purchasing our product.
The printed color on this document may differ from actual product color.

* This document is copyrighted by CLBE Instrument inc. with all ight reserved.



